
12VDC Sealed, Maintenance-Free Battery for All
Inverter/Chargers, 12VDC Battery Connections
MODEL NUMBER: 98-121

 

Description
Tripp Lite's 98-121 12V DC battery is for use with all PowerVerter / APS / MRV / RV / UT models which accept 12V DC input. The sealed, maintenance-free

battery can be used with an optional case (model # BP260), available separately through Tripp Lite, which can hold two 98-121 batteries. 

Features
Tripp Lite's 98-121 12V DC battery is for use with all PowerVerter, APS, MRV, RV, and UT models which accept 12V DC input

The sealed, maintenance-free battery can be used with an optional case (model # BP260), available separately through Tripp Lite, which can hold two

98-121 batteries.

Specifications

OVERVIEW

Accessories Type Battery

OUTPUT

Ouput Amp Capacity 75 AH

INPUT

Input Connection Type 1/4-20 postive and negative DC terminals

Voltage Compatibility (VDC) 12

BATTERY

DC System Voltage (VDC) 12

Highlights
12V DC

75 Amp-Hour

Sealed, Maintenance-Free

Package Includes
98-121 12V DC battery

Terminal hardware (2x 1/4-20 x

3/4 inch bolts, washers, and lock

washers)
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PHYSICAL

Unit Dimensions (hwd / in.) 8.01 x 10.27 x 6.83

Unit Dimensions (hwd / cm) 20.35 x 26.09 x 17.35

Unit Weight (lbs.) 58.4

Unit Weight (kg) 26.5

WARRANTY

Product Warranty Period (Worldwide) 1-year limited warranty

© 2015 Tripp Lite. All rights reserved. All product and company names are trademarks or registered trademarks of their respective holders. Use of them does

not imply any affiliation with or endorsement by them. Tripp Lite has a policy of continuous improvement. Specifications are subject to change without notice.

Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies: 

http://www.tripplite.com/products/product-certification-agencies
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